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Junction Box 4

Mounted on control dewar platform

(See also solenoid sheet for RTD connections in this junction box)

Molex

Molex

TS117
80 Deg C Klixon

TS118
80 Deg C Klixon

TS119
80 Deg C Klixon

Lower level platform WC bus Flag (inside)

Lower level platform WC bus to rm511 flag (East)

Upper level platform WC bus flag (bottom)

Vapor cooled lead flag (east)

Lower level platform WC bus to rm511 Flag (west)

Lower level platform WC bus Flag (outside)

Upper level platform WC bus flag (top)
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TS220
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TB1
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Junction Box 1

TB2

Mounted on south end of reversing switch cabinet
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MS3120E12-3S

MolexVapor cooled lead flag (west)

Bolted connection out of transducer head bus connection

On 5KA clamp-on connection on water cooled bus to solenoid

Dump resistor connection Molex

Molex

Molex

TS214
110 Deg C Klixon

TS215
80 Deg C Klixon

TS216
80 Deg C Klixon

Molex

Molex

Molex

Between bolted connection and 2nd soldered joint outside of dump sw cabinet

Dump resistor connection

On 5KA clamp on connection on water cooled bus to solenoid (RM511)

TS114
90 Deg C Klixon

TS115
110 Deg C Klixon

TS116
80 Deg C Klixon

Top output flag of reversing switch between soldered joint and bolted connection

Soldered joint into dump switch connection

Soldered joint into dump switch connection

Soldered joint out of dump switch connection

Soldered joint above dump switch output connection

TS109
90 Deg C Klixon

TS110
90 Deg C Klixon

TS111
90 Deg C Klixon

TS112
90 Deg C Klixon

TS113
90 Deg C Klixon

Molex

Molex

Molex

Molex

Molex

Molex

Molex

Molex

Molex

Molex

TS209
90 Deg C Klixon

TS210
90 Deg C Klixon

TS211
90 Deg C Klixon

TS212
90 Deg C Klixon

TS213
90 Deg C Klixon

Bolted connection out of dump switch cabinet

Bolted connection to xducer bus connection

Pos input to reversing switch between soldered joint and bolted connection

Output flag of reversing switch between soldered joint and bolted connection

Output flag of reversing switch between soldered joint and bolted connection

Pos input to reversing switch between soldered joint and bolted connection

Flex strap connection on positive bus to cathode of diode

Cathode heat sink of diode

Soldered joint on positive bus just below diode

Pos output flag of choke Molex

Molex

Molex

Molex

Molex

TS203
80 Deg C Klixon

TS204
80 Deg C Klixon

TS205
90 Deg C Klixon

TS206
80 Deg C Klixon

TS207
90 Deg C Klixon

TS208
90 Deg C Klixon

Molex

Molex

Molex

Molex

Molex

Input flag on choke on negative bus

Soldered joint between output flag of choke and anode heat sink on diode

Top output flag of reversing switch between soldered joint and bolted connection

TS103
90 Deg C Klixon

TS104
80 Deg C Klixon

TS105
90 Deg C Klixon

TS106
90 Deg C Klixon

TS107
90 Deg C Klixon

TS108
90 Deg C Klixon

Neg input to reversing switch between soldered joint and bolted connection

Neg input to reversing switch between soldered joint and bolted connection

Temp Pmt    

ER1078
ER1079

End Rack Connection

C435

TS101
90 Deg C Klixon

Negative output terminal of power supply

TS102
90 Deg C Klixon

Negative soldered joint 3’ above power supply

Soldered joint just below south end of dump resistor on negative bus

Molex

Molex

Molex

Molex
TS201

90 Deg C Klixon

Molex

Molex

TS202
90 Deg C Klixon

Positive output terminal of power supply

Input flag on choke on positive bus

Pos soldered joint 3’ above power supply
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